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& 2 Government College of Engineering
g g Station Road, Osmanpura, Aurangabad — 431 005
3, § “In Pursuit of Global Competitiveness”
ROeCg Phone : (0240) 2366351,352
E-Mail — principalgeca@yahoo.com. Web — http://www.geca.ac.in
INVITATION FOR QUOTATION lg/ol /26 3
GECA/E&TC/Stores/2017-18/ D09 Date : .2018

To,
GECA Web-Site / GECA Notice Board

Sub: Invitation for Quotations for Supply of following Items.

Dear Sir,
You are invited to submit your most competitive quotation for the following goods/
Equipments with item wise detailed specifications given as per list attached here with.

Terms and Conditions as given below

1. Quotation,
1.1 The contract shall be for the full quantity as described above.
1.2 Corrections, if any, shall be made by crossing out, initialing, dating and re writing.
1.3 All duties and other levies payable by the supplier under the contract shall be included
in the unit price.
1.4 Applicable taxes (GST) shall be quoted separately for all items.
1.5 The prices quoted by the bidder shall be fixed for the duration of the contract and
shall not be subject to adjustment on any account.
1.6 The Prices should be quoted in Indian Rupees only.
2. Each bidder shall submit only one quotation.
3. Quotation shall remain valid for a period not less than 60 days after the last date of
quotation submission.
4. Evaluation of Quotations,
The Purchaser will evaluate and compare the quotations determined to be substantially
responsive i.e. which
4.1 are properly signed ; and
4.2 Confirm to the terms and conditions, and specifications.
4.3 The technical committee after scrutiny shall decide the acceptability and material
4.4 Pre-bid demonstration shall be required if the committee decides to do so.
5. The Quotations would be evaluated for each item separately.
6. Award of contract:
The Purchaser will award the contract to the bidder whose quotation has been determined
to be substantially responsive and who has offered the lowest acceptable evaluated
quotation price.
6.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any
quotations and to cancel the bidding process and reject all quotations at any time
prior to the award of contract.
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6.2 The bidder whose bid is accepted will be notified of the award of contract by the
Purchaser prior to expiration of the quotation validity period. The terms of the
accepted offer shall be incorporated in the purchase order.

.. Payment shall be made in Indian Rupees as follows:

100% of total cost after full and final delivery, installation and demonstration
All supplied items are under warranty of 12 months from the date of successful acceptance

of items.
You are requested to provide your offer latest by 16:00 hours on 25 :f‘lh / /2018.

Detailed specifications of the items are at Annexure .

Training Clause (if any) NA

Testing/Installation Clause (if any) As per Instruction from Head of Department
Information brochures/ Product catalogue must be accompanied with the quotation
clearly indicating the model quoted for. The

Sealed quotation to be submitted/ delivered at the address mentioned below,

The Principal, Government College Of Engineering, workshop Department, Railway Station
Road, Osmanpura Aurangabad. Aurangabad Maharashtra, India  431005. The quotation
should be super scribed as Quotation for E&TC Department Qtn. No. GECA/E&TC/Stores/2017-
18/ 209 bt /82 Q1 /2018 DueDate 25 Jam //2018

We look forward to receiving your quotation and thank you for your interest in this project.

Government College of Engineering,
Aurangabad

Electronics and Telecommunication Engg. Dept.
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Annexure |
Sr. Item Name Specifications Qty.
No
01 KLYSTRON BASED X- Band MICROWAVE TEST BENCH Consists the 01
following Components:
1. Solid state Klystron power supply
2. Klystron Mount
3. Klystron tube 2K25
4. Isolator
5. Frequency meter (direct read out, digital display)
6. Variable attenuator
7. Slotted section
8. Tunable probe
9. Detector mount
10. Movable short
11. Matched terminator
12. VSWR meter with LCD display
13. Wave guide stand
14. S.S. tuner
15. Cooling Fan
e Specifications Of Microwave Test-bench (Klystron Based) in X
Band(8GHz to 12GHz)

5 e Specifications: Klystron Power Supply Input Voltage -
Microwave Test 230V+/- 10%, S0Hz AC Beam supply - Voltage:200-450V
Beanch continuously variable; Current: 50mA max.;

e Regulation: better than 0.5% for +/-10% variation in mains supply
voltage;
Ripple: less than SmV rms Repeller Supply - Voltage:-10V to -270V
continuously variable
o with respect to klystron cathode
. Regulation: better than 0.25% for +/-10% variation in mains supply
voltage
e Heater Supply - 6.3V DC (regulated) Modulation- Square
Wave : Frequency S00Hz to 2000Hz; Max. Amplitude-  +110V
peak to peak, Amplitude and frequency continuously variable;
Sawtooth- Frequency 50Hz to 150Hz; Max. Amplitude
-60V peak to peak, Amplitude and frequency continuously variable
Specifications:VSWR Meter Sensitivity : 0.2 micro Volts at a
200 ohm input impedance for full scale deflection. Noise level :
At least 5 dB below full scale at rated sensitivity and maximum handw1dth
with input terminated in 100 ohms and 500 ohms for low and high
respectively. Calibration : Square law, meter indicates SWR, dB.
Range : 70 dB input attenuator provides 60 dB in 10 dB
steps, accuracy +/- 0.2 dB
It should include following features:
GSM Trainer Kit e Operate on Windows and Linux platform 01

USB Interface for communication
o loT gateway application
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External connector to interface with any microcontroller
Easy understanding of AT commands

Test points to check the voltage levels

GSM based application development

Command Level study

Technical specifications

Cellular system : EGSM/GSM 900; DCS1800
(2G-Dual Band)
SIM Interface : 3 V
Output Power : +5... +33dBm/3.2mW... 2 W
Channel spacing : 200 KHz
Display : TFT, 256K colours, 128X 168 Pixels, 2.0”
SIM support : Smart Dual SIM, Dual stand by
Sound : Speaker and Earphone Jack (3.5mm)
On board sections : Keypad, Dual SIM, Charging Circuit,
User interface: Buzzer, Vibrator, Mic, Speaker,
Hands free port and display LEDs
Power supply(module) : 12 VDC 1Amp.
Current consumption :  Max 500 mA
Power Supply : 110V -260 V AC, £10%, 50/60Hz
Modulation : GMSK

e Connectivity : Bluetooth, USB ,Wi- Fi, Internet Browser
C-channel rejection : >9dBc
Maximum output power : 33 dBm +2 dB
Minimum output power : 5 dBm + 5 dB
Phase error at peak power : <5° RMS
Frequency error : = 0,1ppm max.
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Accessories :
e USB Cable with Hands Free
e Antenna with Coaxial Cable
e Mobile charger & headphone
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