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No. GECA/Data Centor 2016 157 - oiomeo.com

To,

Fax : (0240) 2332835
Web - http://www.geca.ac.in

Date. ( 7.03.2017

GECA Notice Board / GECA WEBSITE

Subject :- Quotation for Supply of Gibabit Ethernet Switch 26 10/100/1000 2 Combo SFP Ports

Dear Sir, You are requested to send your competitive quotations for the supply of the
following items subject to the following conditions.

Terms & Conditions -

1 Rates quoted should be FOR AURANGABAD or free delivery at the Institute inclusive of
all lead and Lift.

2 Detailed specifications of the articles you intend to supply should be given. If not according
to the specification, laid down here under.

3 The material should be supplied within ( 30) days from the date of order. List of material is
given below.

4 The earliest delivery period should be quoted if you cannot supply within the period
mentioned above.

5.Quotation should be in sealed cover and superscripted as “Quotations” for Data Center
Department Due on : 27 -03-2017, at 5 P.M.

6.Quotation should be valid for six months.

7.Right to reject any or all quotations are reserved with the under signed.
8.Rates quoted must be inclusive of All applicable Taxes.

9. Installation of the material will be carried out free of cost at our institute by the sup, lie
10. No advance shall be paid and No part payment shall be made.

supplier
11.Quotation not complying with the above conditions and incomplete once will not be
considered
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Item with Specifications

Cisco SG300-28 Gibabi .
SFP Ports abit Ethernet Switch 26 10/100/1000 2 Combg

Approx. | Remarks

Mapagement feature
Sw!tch layer: L3
2wn;;h type: Managed
uality of Service (QoS) support:
Web-based management: Ypp 5
l;ods & interfaces
asic switching RJ-45 Ethernet port; ity:
SFPISFP+ siote quentity: 2 | Y20

Gigabit Ethernet (copper) ports ity:
Networking e S

Networking standards: IEEE 802.1s, IE
i by .1s, IEEE 802.1w, IEEE 802.1X, IEEE 802.3,

|EEE 802.3ad, IEEE 802.3af, IEEE 802.3at, |
EC .3at, IEEE 802.3u, IEEE 802.3x,

DHCP client: Y
DHCP server: Y
IP routing: Y
IGMP snooping: Y
Spanning tree protocol: Y
Routing entries: 32
10G support: N
Data transmission
MAC address table: 8000 entries
Supported data transfer rates: 10/100/1000 Mbps
Switching capacity: 56 Gbit/s
Number of VLANSs: 256
Maximum data transfer rate: 1 Gbit/s
Security
MAC address filtering: Y
Access Control List (ACL): Y
SSH/SSL support: Y
Protocols
Management protocols: SNMP 1/2¢/3, RMON, HTTP/HTTPS, TFTP, DHCP,
SSH, RADIUS,
BOOTP, SNTP
Power
Power consumption (typical): 30.1 W
Technical details
Stackable: N
Colour of product: Black
Mean time between failures (MTBF): 179141 h
Certificates
Certification: UL (UL 60950), CSA (CSA 22.2), CE, FCC 15 (CFR 47) A
Operational conditions
Operating temperature (T-T): 0 - 40 °C
Storage temperature (T-T): -20-70°C
Operating relative humidity (H-H): 10 - 90 %
Operating temperature (T-T): 32-104°F
Heat dissipation: 103.4 BTUh :
Non-operating relative humidity (non-condensin1g0) :- 90 %
With installation etc. complete

ours faithfully




