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A Government College of Engineering

| H Station Road, Osmanpura, Aurangabad — 431 005

% ¥ 4 “In Pursuit of Global Competitiveness”

nanars®® Phone : (0240) 2366101 Fax : (0240) 2332835
E-Mail — principalgeca@yahoo.com, Web — http:/www.geca.ac.in
INVITATION FOR QUOTATION

TEQIP-11/2016/MH2G07/Shopping/257 24-Jan-2017

To,
GECA Web Site and Notice Board

Sub: Invitation for Quotations for supply of Goods
Dear Sir,

1. You are invited to submit your most competitive quotation for the following goods with
item wise detailed specifications given at Annexure |,

Sr. | Brief Description Quantity | Delivery Place of Installation
No Period(In Delivery Requirement (if
days) any)

1 CORIOLLI’'S COMPONENT OF 1 15 Govt. College | YES
ACCELERATION APPARATUS of

2 EPICYCLIC GEAR TRAIN & 1 15 Engineering, YES
HOLDING TORQUE APPARATUS Aurangabad

3 INFLUENCE OF INERTIA UPON 1 15 yes
VELOCITY & ACCELERATION

4 | JOURNAL BEARING APPARATUS | 1 15 Yes

5 ROPE BREAK DYNAMOMETER 1 15 YES

2. Government of India has received a credit from the International Development Association
(IDA) towards the cost of the Technical Education Quality Improvement
Programme[TEQIP]-Phase Il Project and intends to apply part of the proceeds of this credit
to eligible payments under the contract for which this invitation for quotations is issued.

3. Quotation,

3.1 The contract shall be for the full quantity as described above.

3.2 Corrections, if any, shall be made by crossing out, initialing, dating and re writing.

3.3 All duties and other levies payable by the supplier under the contract shall be included
in the unit price.

3.4 Applicable taxes shall be quoted separately for all items.

3.5 The prices quoted by the bidder shall be fixed for the duration of the contract and shall
not be subject to adjustment on any account.

3.6 The Prices should be quoted in Indian Rupees only.

4. Each bidder shall submit only one quotation.

5. Quotation shall remain valid for a period not less than 55 days after the last date of
quotation submission.

6. Evaluation of Quotations,

The Purchaser will evaluate and compare the quotations determined to be substantially
responsive i.e. which
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10.

11:
12,
13.
14.
15:

16.

6.1 are properly signed ; and

6.2 confirm to the terms and conditions, and specifications.

The Quotations would be evaluated for all items together.

Award of contract:

The Purchaser will award the contract to the bidder whose quotation has been determined

to be substantially responsive and who has offered the lowest evaluated quotation price.

8.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any
quotations and to cancel the bidding process and reject all quotations at any time
prior to the award of contract.

8.2 The bidder whose bid is accepted will be notified of the award of contract by the
Purchaser prior to expiration of the quotation validity period. The terms of the
accepted offer shall be incorporated in the purchase order.

Payment shall be made in Indian Rupees as follows: Delivery and Installation - 90% of total

cost, Satisfactory Acceptance - 10% of total cost

All supplied items are under warranty of 12 months from the date of successful acceptance

of items.

You are requested to provide your offer latest by 16:00 hours on 07-Feb-2017 .

Detailed specifications of the items are at Annexure |.

Training Clause (if any) As per Satesfaction of Deprtmental Staff Members

Testing/Installation Clause (if any) As per Satisfaction of Expert Faculty members

Information brochures/ Product catalogue, if any must be accompanied with the quotation

clearly indicating the model quoted for.

Sealed quotation to be submitted/ delivered at the address mentioned below,

The Principal ~ Government College Of  Engineering, Railway Station Road,Osmanpura

Aurangabad.  Aurangabad  Maharashtra, India 431005 Quotation should be subscribed as

quotation for TEQIP Dept. Invitation No. TEQIP-11/2016/MH2G07/Shopping/257

Dt.24.01.2017 Due Date 07.02.2017 GECA_MECH_37

17. We look forward to receiving your quotation and thank you for your intekest in this

project.

Geowt. of Enginesring
(Authm%atow)

Name & Designation
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Annexure |

Sr.
No

Item Name

Specifications

CORIOLLI'S
COMPONENT OF
ACCELERATION
APPARATUS

SPECIFICATIONS 1) Rotating block with two water flow pipes
attached diametrically opposite. 2) Rotameter to measure
water flow rate. 3) Variable speed motor to drive test unit. 4)
Torque arm & spring balance to measure torque. 5) Pump with
bypass arrangement to circulate water through system. 6)
Perspex splash arrester casing. A technical manual
accompanies the unit. The unit is provided with anticorrosion
powder coating in attractive colors.

EPICYCLIC GEAR
TRAIN & HOLDING
TORQUE APPARATUS

The gear train consists of an internal gear having 56 teeth two
planet gears with 21 teeth each and sun gear having 14 teeth.
The train is driven by a 3ph. 1hp.1440 rpm. motor giving max.
input torque of 0.5 Kgm The planet carrier carries the planet
gears. The internal gear is mounted over a flange, which rotates
in bearings. A pulley is mounted over a output shaft of internal
gear. Torquemeasurement arrangement with spring balance is
provided for both the internal gear and planet carrier, so that
either or them can be held stationery and holding torque
required for stationery member and output torque for the
other member can be measured. The motor is provided with
DOL starter, the whole unit is mounted over a sturdy frame.
Motor current is calibrated for output torque of the motor.

INFLUENCE OF
INERTIA UPON
VELOCITY &

ACCELERATION

SPECIFICATIONS 1. Flywheel -@200mm x 35mm thick. 2.
Pulley and weight set for applying the torque weight set -
200gm., 500gm, 1 each 3. Recorder - Paper roll with
reciprocating pen, for determination of velocity and
acceleration. 4. Weight set to change inertia of flywheel. 5.
Flywheel mounting bracket with ball bearings. A detailed
technical manual accompanies the unit

JOURNAL BEARING
APPARATUS

SPECIFICATIONS 1 - Journal dia- 49.8.mm, length 50mm. 2 -
Bearing dia - 50 mm. 3 - Pressure gauge - 10 Kg/cm2. 4 - Weight
set to load the bearing up to 25 Kg. 5- D.C. motor with variable
speed control to drive journal. 6 - Torque arm and weights for
measurement of friction torque. 7 - Oil outlet flow measurement
arrangement. 8 - Thermometer to measure oil temperature. A
detailed technical manual accompanies the unit.

ROPE BREAK
DYNAMOMETER

Specifications ; 1)1 HP DC Moter 2)Spring Balance 2 Nos 3)Break
Drum with rope 4)Speed controller 2 AMP 5)Energy meter
6)Loading screw
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