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Subject :- Quotation for Supply Of Advanced Customized Electro Pneumatic Trainer.

Dear Sir,
You are requested to send your competitive quotations for the supply of the following items subject to the following conditions.

CONDITIONS:
1 Rates quoted should be FOR AURANGABAD or free delivery at the Institute inclusive of all lead and Lift.
2 Detailed specifications of the articles you intend to Supply should be given. If not according to the
specification, laid down here under.
3.The material should be supplied within ( 01) Week from the date of order. List of material is given below.
4.The earliest delivery period should be quoted if you cannot supply within the period mentioned above.
5.Quotation should be in sealed cover and superscripted as “Quotations™ for Advanced Customized Electro
Hydraulic Trainer Due on {§) Ly |) @ at 3PM.
6.Quotation should be valid for six month.
7.Right to reject any or all quotations rights are with the under signed.
8.Rates quoted must be inclusive of All applicable Taxes.
9. Predispatch inspection wii be carried out by expert committee at suppliers site . After satisfactory
report of experts will inisheat further process.
10. No advance shall be paid and No part payment shall be made.
11.Quotation not complying with the above conditions and incomplete once will not be considered.
12. Only Orignal equipment manufacturer are quote the quotation.

[ Sr. Description Qnty.
| No. |
01 Advanced Customized Electro Pneumatic Trainer:-

Profile Plates & Stand :- The anodized aiuminium profile plate is the basis for training. All components fit

| securely & safely onto the profile plate with safe fixing arrangement. Grid Dimensions :- 50 mm, Size :-
| 1000x700 mm

Shuttle Valve 1 No. :- The shuttle valve is switched through to the output by applying compressed air to
one of the inputs (OR) Function. Design type is OR gate (Shuttle Valve). Pressure range (1-10 Bar) Dual ONE
Pressure valve 1 No., the Dual Pressure Valve is switched through to the output by applying compressed air
to both the inputs (And) function. Design type is AND Gate (Dual Pressure Valve). Pressure range :- (1-10
Bar ).

One Way Flow Control Valve Assembly 1 No., the one way flow control valve is a combition of flow control
valve & a non return valve. Pressure range — (0.5-10 Bar).

Single Acting Cyclinder 1 No. :- Design type is Piston cyclinder. Operating Presure 10 bar, Stroke Length —
100 mm

Double Acting Cyclinder :- Design Piston cyclinder. Operating Presure 10 bar, Stroke Length — Max. 100
mm.
Filter regulator with Gauge :- Input pressure — max. (16 bar) , Out put pressure —max. (12bar) Grade of
filteration — 40 mm approx.. Connector =G 1/8, PU 4 Relay three fold
Single input Electrical 1 N. :- The devic contains an illuminated push — button switch (control switch) & Two
illuminated push buttons (momentary contact switches) with terminals & two bushes for power supply.
Contact set -2 makes, conact load — max. 1A.
Proximity switch with attachment :- 5/2 way single sided solenold valve with LED.

5/2 double sided solenold valve with LED.

Pneumatic —Electric convertor.

Limit switch, Left Actuated.

Limit switch, Right Actuated.
Pneumatic Motor Unidirectional, Air pressure :- 0-90 psi , plc panel , Air compressor tank capacity ; 25

liters, Discharg ; 2 CMF, Motor ; 1 H. P. , 230 Volt AC operated, working pressure : 5-6 kg/cm2

Yours faithfully

ipal
Govt. College 0f Engineering
Aurangabad.




