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To,

GECA Notice Board / GECA Website

Subject :- Quotation for Physics Department Equipments
Dear Sir,

You are requested to send your competitive quotations for the supply of the following items subject to
the following conditions.

CONDITIONS:

1 Rates quoted should be FOR AURANGABAD or free delivery at the Instiute
inclusive of all lead and Lift. )
2 Detailed specifications of the articles you intend to supply should be given. If not
Fc:urdll\g to the specification, laid down here under.
3.The material should be supplied within ( 15) days from the date of order, List of
‘material is given below

4.The earliest deliver period should be quoted if you cannot supply within the period mentioned above.
5.Quotation should be in sealed cover and superscripted as “Quotations” for Physics Department

Ducon: 27-02-2017. a1 5 P.M.
6.Quotation should be valid for six month.
7.Quotation not complying with the above conditions and incomplete ance will not be
8.Right to reject any or all quotations rates are with the under signed.
9.Rates quoted must be inclusive of All applicable Taxes.

considered.

10 Installation & Demonstration of the machines equipments will be carried out free of cost at our

institute by the supplier
11. No advance shall be paid and No part payment shall be made.

Specification

Approx | Remark |
Qy. | |

Hysteresis Loop Trac
Apparatus should consist of

| Display of magnetic field in gauss. Variable magnetic field. A good quality solenoid
coil

Technical Specifications
Display - 3 /» digit. Sample Type - Softfron, Nickle, Hard stecl

Length — 39mm . Diamter - 117 mm.
Diameter of pickup coil =321 mm. M

50 Hz,

ins supply - 230V

- 01 Nos.

02

Resolving Power of Telescope
Apparatus should consist of —
Provided with variable rectangular lit, Croswire ~ Eyepicce. Wide aperure optics, |

Rack and pinion arangement focusing, Sodium lamps as monochromatic light source |
Technical Specifications

|s
Stripes width 1 mm,

Variable Rectangular S1 .
Main Scale— 5 mm, Circular scale 50 divisions, Least count - 0.02mm

Eyepiece - 10x (Ramsden) mm

Sodium Vapor Lamp ) I
| Wavelength — 5893A, Wattage ~ 35W. Mains Supply - 230V £ 10% SOHz_

ration between Siripes

Resistivity of Semiconductors by Four Probe Method at
Different Temperatures and Determination of the Band-gap.

Complete in all respect

Setwp consists of
Probes Arrangement SAMPLE- Ge- erystal. OVEN

temperature Range Ambient to 473K, Multirange Digital
Voltmeter Accuracy(.1%, Constant Current Generator 2,
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Bcion & && PWM modulations
- bation, Rise & Fall time < 50 ns, standard RS2 e
m' al Specification 32 Interface
equer? gl\g()des — Sine, Square, Triangle, Ramp, Pulse, TTL and serial data,
Accurac : +a8g5e<> — 1Hz = 10 MH.Z sine wave & | Hz — 2MHz others, Frequency
Distortigln o . Yo, Amplitude .Dlsplay Accuracy + (5% + 1digit), Sine Wave
— 1.0% (2 MHz), 2% (10 MHz) typical, Square Wave / Pulse < 50ns
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