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Subject :- Quotation for Supply Of Advanced Customized Electro Hydraulic Trainer.

Dear Sir,
You are requested to send your competitive quotations for the supply of the following items subject to
the following conditions.

CONDITIONS:

| Rates quoted should be FOR AURANGABAD or free delivery at the Institute inclusive of all lead
and Lift. :

2 Detailed specifications of the articles you intend to Supply should be given. If not according to the
specification, laid down here under.

3 The material should be supplied within ( 01) Week from the date of order. List of material is given
below.

4.The earliest delivery period should be quoted if you cannot supply within the period mentioned
above.

5.Quotation should be in sealed cover and superscripted as “Quotations” for Advanced Customized

Electro Hydraulic Trainer Due on 1S L)\ § at 3 P.M.

6.Quotation should be valid for six month.

7.Right to reject any or all quotations rights are with the under signed.

8.Rates quoted must be inclusive of All applicable Taxes.

9. Predispatch inspection wii be carried out by expert committee at suppliers site . After satisfactory

report of experts will inisheat further process.

10. No advance shall be paid and No part payment shall be made.

11.Quotation not complying with the above conditions and incomplete once will not be considered.
12. Only Orignal equipment manufacturer are quote the quotation.

Sr. Description Qnty.
No.

01 Advanced Customized Electro Hydraulic Trainer:-

Profile Plates & Stand :- The anodized aiuminium profile plate is the basis for training. All
components fit securely & safely onto the profile plate with safe fixing arrangement. Grid
Dimensions :- 50 mm, Size :- 1000x700 mm

Single Acting Cylinder :- Bore 40 mm x stroke 75mm/100mm, Mounting : Foot. ONE
Double Acting Cylinder :- Bore 40 mm Xx stroke 75mm/100mm, Mounting : Foot.

solenoid Valve :2 Nos., 4/3 way %" 24V DC & 4/2 way %" 24V DC.

Hand Lever Operated Valves 2 Nos., 4/3 way %" & 4/2 way %"

Pressure Gauge :- 100 kg/cm2, Dial size : 100 mm.

Oil Hydraulic power pack MS powder coated oil tank capacity : 25/30 liters, with oil level
indicator, Gear pump : 3-5 LPM, 40-70 bar, Breather, Oil filter & suction, Electric motor- single
phase, 230 V AC/ 3 phase 415 V AC,1/2 H. P./ 1 H. P. DOL starter. PLC Panel : Siemens LOGO /
Allen Bradley Micro 810/ Equivalent. DI/DO:8DI/4DO.

Hydraulic Motor 3 LPM Flange mounting type.

| Hydraulic Accumulator : capcity 0.075 liters, MWP Bar: 250 bar Hydraulic Telescopic Cyclinder
‘ pulley Arrangement to carry load applied to the actuator.

Yours faithfully

N
Govt. College 0f Engineering
Aurangabad





