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E % Government College of Engineering
H H Station Road, Osmanpura, Aurangabad — 431 005
% & “In Pursuit of Global Competitiveness”
nanans®® Phone : (0240) 2366101 Fax : (0240) 2332835
E-Mail — principalgeca@yahoo.com., Web — http://www.geca.ac.in
INVITATION FOR QUOTATION
TEQIP-11/2016/MH2G07/Shopping/242 10-Oct-2016

To,

GECA Website and Notice Board

Sub: Invitation for Quotations for supply of Goods
Dear Sir,

1. You are invited to submit your most competitive quotation for the following goods with
item wise detailed specifications given at Annexure I,

Sr. | Brief Description Quantity | Delivery Place of Installation
No Period(In | Delivery Requirement
days) (if any)
1 ACLVDT 0 30 YES
2 ACLVDT 0-10 mm 1 30 YES:
3 AC LVDT 0-100 mm 13 30 YES
4 ACLVDT 0-20 mm 1 30 yes
5 | ACLVDT0-50 mm 1 30 | yes .
6 COMPRESSIVE LOAD CELL 2 d: 30 yes
74 COMPRESSIVE LOAD CELL 3 1 30 Yes
8 COMPRESSIVE LOAD CELL 4 1 30 Government | yes
9 COMPRESSIVE LOAD CELL 5 1 30 College of YES
10 | COMPRESSIVE LOAD CELL1 1 30 Engineering, | YES
11 | PC BASED 16 CHANNEL 1 60 Aurangabad | YES
MEASURING SYSTEM FOR
LOAD, STRAIN AND
DISPLACEMENT WITH
COMATIBLE LAPTOP WITH i5
OR HIGHER CONFIGURATION
OF REPUTED BRAND:
12 | UNIVERSAL LOAD CELL i 30 YES
[COMPRESSION & TENSION]

2. Government of India has received a credit from the International Development Association
(IDA) towards the cost of the Technical Education Quality Improvement
Programme[TEQIP]-Phase Il Project and intends to apply part of the proceeds of this credit
to eligible payments under the contract for which this invitation for quotations is issued.

3. Quotation,

3.1 The contract shall be for the full quantity as described above.
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3.2 Corrections, if any, shall be made by crossing out, initialing, dating and re writing.

3.3 All duties and other levies payable by the supplier under the contract shall be included
in the umit price.

3.4 Applicable taxes shall be quoted separately for all items.

3.5 The prices quoted by the bidder shall be fixed for the duration of the contract and shall
not be subject to adjustment on any account.

3.6 The Prices should be quoted in Indian Rupees only.

Each bidder shall submit only one quotation.

Quotation shall remain valid for a period not less than 55 days after the last date of

quotation submission.

Evaluation of Quotations,

The Purchaser will evaluate and compare the quotations determined to be substantially

responsive i.e. which

6.1 are properly signed ; and

6.2 confirm to the terms and conditions, and specifications.

The Quotations would be evaluated for all items together.

Award of contract:

The Purchaser will award the contract to the bidder whose quotation has been determined

to be substantially responsive and who has offered the lowest evaluated quotation price.

8.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any
quotations and to cancel the bidding process and reject all quotations at any time
prior to the award of contract.

8.2 The bidder whose bid is accepted will be notified of the award of contract by the
Purchaser prior to expiration of the quotation validity period. The terms of the
accepted offer shall be incorporated in the purchase order.

Payment shall be made in Indian Rupees as follows:

Delivery and Installation - 90% of total cost
Satisfactory Acceptance - 10% of total cost

All supplied items are under warranty of 12 months from the date of successful acceptance

of items.

You are requested to provide your offer latest by 16:00 hours on 24-Oct-2016 .

Detailed specifications of the items are at Annexure I.

Training Clause (if any) Asper Satsfaction of Faculty Member

. Testing/Installation Clause (if any) As per Satisfaction of Expert Faculty
15.

Information brochures/ Product catalogue, if any must be accompanied with the quotation
clearly indicating the model quoted for.
Sealed quotation to be submitted/ delivered at the address mentioned below,
The Principal Government College Of  Engineering, Railway Station Road,Osmanpura
Aurangabad. Aurangabad Maharashtra,india  431005. The quotation should be Super Scribed
as Quotation For TEQIP Department Qtn No.TEQIP-1I/2014/MH2G07/Shopping/242 Dated
10.10.2016 Package No. AM_10 Due Date 24.10.2016

17. We look forward to receiving your quotation and thank you for your interest in this
project.

(Au\fho ized Signatory)
Name & Designation
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Sr. | Item Name Specifications

No

1 |ACLVDT 0-100 mm 0-50 mm 0-20 mm 0-10mm Detailed
specs LDVT (Displacement sensor) ~ Winding
configuration ACLVDT  Excitation
2 Vrms, 4KHz sine wave Non linearity
<0.25%, or better Repeatability
=<0.05% Operating Temperature  -10? to
+70? Constructions Stainless steel
316 housing, rod with roller tip &
provision of extension rods along with Teflon bush
for to make these LVDT Suitable for dynamic
application  Protection IP65

Cable length 10 meters

screened cable Applications for
static and dynamic application frequency response
upto 50HZ Body steamer 22mm

2 ACLVDT 0-10 mm AC LVDT 0-10 mm

3 AC LVDT 0-100 mm 0-100 mm AC LVDT

4 AC LVDT 0-20 mm AC LVDT 0-20 mm

5 AC LVDT 0-50 mm AC LVDT 0-50 mm

6 COMPRESSIVE LOAD CELL 2 Capacity 100 Ton

7 COMPRESSIVE LOAD CELL 3 Capacity 50 Ton

8 COMPRESSIVE LOAD CELL 4 Capacity 20 Ton

9 COMPRESSIVE LOAD CELL 5 Capacity 10 Ton

10 | COMPRESSIVE LOAD CELL1 Capacity 200 Ton,Detailed specs Sensitivity 2

mV/V +1% Non-linearity ~ +0.05 %FS Repeatability
+0.03 % FS Hysterisis+0.05 % FS Creep (20 min) +0.03
% FS Zero balance  +1 % FS Insulation resistance
>2000M? (@ 50V DC) Resistance Input 700+30?
Output 700£50? Temperature Range

compensated -10-+55?

Operating 30-+70? Temperature effect output
(span) +0.05% FS/10? Zero
+0.05% FS/ 10? Maximum supply voltage 40V
(DC/AC) Recommended supply voltage 5-24V
(DC/AC) Safe overload 200% FS Maximum
Overload 300% FS Protection class IP 67 Cable
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Construction Steel alloy
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PC BASED 16 CHANNEL
MEASURING SYSTEM FOR LOAD,
STRAIN AND DISPLACEMENT WITH
COMATIBLE LAPTOP WITH i5 OR
HIGHER CONFIGURATION OF
REPUTED BRAND:

Detailed specs 1. SCOPE OF SUPPLY ¢  Able to
connect LVDT of any make-8 channels »  Able to
connect load cell/pressure cell/ore pressure
cell/earth pressure cell of any make or strain gauge
8 channel »  Standard input +/-2 VDC o
Simultaneously scanning e Programmable
samples speed 1to 100 samples simultaneously ¢
Automatic filter configure in built with
sample speed o ADC 24 bit with 24 single
ended inputs, with all channel isolated input e
ADC band width 20 KHZ /channel » post
processing ® Data logging with real time stamping
“ HH/MM/SS WITH DD/MM/YYYY * Any channel
may be skip or add with unit, decimal format and
zero balancing. 2. Features of LDVT signal
conditioner esample/channel simultaneously and 24
BIT ADCembedded » 3.  Features of strain/
load cell AMPLIFIER / SIGNAL CONDITIONER e
Able to connect any make of
350/120E/1000E % bridge, % bridge, full bridge. e

12

UNIVERSAL LOAD CELL
[COMPRESSION & TENSION]

Detailed specs Sensitivity 2mV/V +1% Non-
linearity ~ +0.05 %FS Repeatability +0.03 % FS
Hysterisis*0.05 % FS Creep (20 min) +0.03 % FS Zero
balance  +1 % FS Insulation resistance >2000M?
(@ 50V DC) Resistance Input 700+30?

Output 700+50? Temperature Range

compensated -10-+55?

Operating 30-+70? Temperature effect output
(span) +0.05% FS/10? Zero
+0.05% FS/ 10? Maximum supply voltage 40V
(DC/AC) Recommended supply voltage 5-24V
(DC/AC) Safe overload 200% FS Maximum
Overload 300% FS Protection class IP 67 Cable
P6x10m Dynamic Range static to 100Hz
Construction Steel alloy
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